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NOTES:
1. MODIFY FROM PURCHASED PART:
MDC #100025
6.00 NOM. ROTATABLE FLANGE

2. WHEN MACHINING VACUUM PARTS, USE OF
SILICONE AND SULPHUR-BASED CUTTING FLUIDS
IS PROHIBITED. USE ONE OF THE FOLLOWING:
A) CIMCOOL 5 STAR 49
B) TRIM SOL

3. THIS IS A UHV PART. THE PART MUST GO
THROUGH A MULTIPLE STEP CLEANING PROCESS
INVOLVING DEGREASING, WASHING AND DRY
NITROGEN BLOWDOWN BEFORE WELDING.

4. KEEP THE PART CLEAN, AND WRAP FOR UHV
PACKING WITH ALUMINUM FOIL.

5. DIMENSIONS IN [ ] ARE MILLIMETERS AND
FOR REFERENCE ONLY.

(¢

PLOT SCALE:

1=

1

DWG. SCALE: 1

A2307400

CHANGE DESCRIPTION

3

REVISIONS

BY

cHKD

DATE

NN\
\7/
I -A
— | H= 4 — 3.144[79.86]
3344 (R —tHJ—
(5.97 [151.64])
(4.125 [104.78]) c
[e..002,A] 7
N
NN\ 1
1403 [10.24] - -
(.840 [21.34]) B
(A
PARTS LIST
A2307400 ' ARGONNE NATIONAL LABORATORY
X - 03 -2 o
000005 J.GOGOL 6/29/95 D.SHU 8/13/95 ADVANCED PHOTON R
SURFACE ROUGHNESS 2 CHECKED BY GPLEADER C OTON SOURCE
J.CHANG 8/11/95 T.M.KUZAY 8/15/95 A
RSN, [oesonen M9-30 2 1D-D
aposce e ronen | -GOGOL 6129/95_ _ FIXED MASK
RIGHT VACUUM FLANGE
clEsenss Bemae, | J.CHANG 8/11/95
e 304 SST weer 14 C | P4105091009-300003-00



